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AMENDMENTS TO THE CLAIMS 

1. (Currently amended) A speaker mounting assembly for mounting 
within a wall opening, said speaker mounting assembly comprising : 

a frame member having a front surface, a rear surface and a 
first plurality of openings extending through said frame member 
from said front surface to said rear surface / said frame member 
configured for mounting within said wall opening ; 

a baffle member securable to said frame member, said baffle 
member having a second plurality of openings, said second 
plurality of openings of said baffle member being oriented to 
coaxially align with said first plurality of openings of said 
frame member when said baffle member is secured to said frame 
membe r , said baffle member including at least one speaker opening 
extending through the baffle, said baffle member having a rear 
surface facing the interior of said wall opening when said 
speaking mounting assembly is disposed in a mounting position 
within said wall opening, said baffle rear surface including 
mounts for mounting at least one speaker to said baffle rear 
surface ; 

a plurality of elastomeric vibration dampening members formed 
of an acoustic dampening material, said plurality of vibration 
dampening members secured within one of said first and second 
plurality of openings, said vibration dampening members having an 
opening extending therethrough? and 

a plurality of fasteners for securing said baffle member to 
said frame member, said plurality of fasteners extending through 
said openings in roGpoctivc — onco — — said vibration dampening 
members and said frame member, a»d — each of said plurality of 
fasteners including a head portion having a shoulder that abutting 

-2- 

WEINGABTBH. 3CHURG1M, 
G*GNBBIN 4 LKBOVAC1 LLP 
TEL. [617) 542-2290 
TfkX. (837) 451-0313 



PAGE 4114 * RCVD AT 1 1/2912005 10:54:51 AM [Eastern Standard Time] ' SVR:USPTO-EFXRF-6/27 » DN1S:2738300 1 CSID:16174510313 ' DURATION &nm«ss):03-24 



11/29/2005 10:55 FAX 16174510313 



WSGL 



@]005 



Application No. 10/649,368 
Filed: August 27, 2003 
TC Art Unit: 2837 
Confirmation No.: 4737 

abuts a corresponding vibration dampening member and a locking 
member at the distal end of the respective fastener from said head 
portion, said locking member operative to engage said frame member 
upon rotation of the fastener to a locking position to captively 
secure said baffle to said frame member , ono of said f rame — momfro - p 
and said baffle member and said vibration dampening momborD, — said 
fasteners disposed in non-contacting relation with tfee — other — e*ie 
of said frame member and said baffle member. 

2. (Original) The speaker mounting assembly of claim 1 wherein 
each one of said plurality of vibration dampening members is 
generally groinmet shaped. 

3. (Original) The speaker mounting assembly of claim 1 further 
including an integrally formed vibration dampening gasket, wherein 
said vibration dampening members are integrally formed portions 
of said vibration dampening gasket. 

4. (Original) The speaker mounting assembly of claim 3 wherein 
said vibration dampening gasket comprises a thermo plastic rubber. 

5. (Original) The speaker mounting assembly of claim 4 wherein 
said vibration dampening gasket is between 20 and 30 durometer. 

6. (Original) The speaker mounting assembly of claim 1 wherein 
said baffle has a front surface intended to face into the intended 
listening area of a room and a rear surface opposing said front 
surface, and said plurality of openings in said baffle comprise 
stepped openings, said stepped openings having a first portion of 
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a first diameter adjacent said front surface of said baffle and a 
second portion of a second diameter adjacent the rear surface of 
said baffle wherein said first diameter is greater than said 
second diameter, said openings including a shoulder where said 
first portion meets said second portion. 

7. (Original) The speaker mounting assembly of claim 6 wherein 
said vibration dampening members have a front lip, a rear portion 
and a central portion joining said front lip and said rear 
portion, and wherein said vibration dampening members are disposed 
in said plurality of openings of said baffle with the front lip of 
said vibration dampening member abutting said shoulder and the 
rear portion abutting said rear surface of said baffle. 

8- (Currently amended) The speaker mounting assembly of claim 6 
further including: 

at least one ramp and at least one detent adjacent — thoroto 
oxt ending — from — formed in said rear surface of said frame and 
adjacent each of said — first plurality of openings-? -, said head 
portion of each of said fasteners including a gripping portion 
that is grippable by a user to permit manual rotation of the 
respective fastener from a first position to a second locking 
position , each of said fasteners including a shaft portion 
extending from said head portion to the corresponding locking 
member disposed at the distal end of the fastener from said head 
portion, each of said locking members extending from the 
corresponding shaft portion; 

said faotonors each including: 
a knob portion; 
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a — ohaft — portion — extending — from — said — knob — portion — a**el 
having an opon-i-r^g 1 thegothrough; — and 

a roll pin catfeend - bng through oaid opening in said shaft 
portion; 

said shaft portion of each of said fasteners disposed in and 
extending through respective openings of said vibration dampening 
members, said fasteners being rotatable within oald — respective 
openings of said vibration dampening members such that the each 
respective roll locking membe r pin slides on the corresponding ramp 
in response to rotation of the- rcopootivo fastener and engages the 
respective detent to secure said baffle to said frame. 



9. (Original) The speaker mounting assembly of claim 1 wherein 
each vibration dampening member has an interior surface defining 
the opening through the respective member and each member further 
includes a plurality of ridges extending from the interior surface 
and generally along the length of the opening to center a fastener 
extending through the respective vibration dampening member 
opening. 

10. (Currently amended) The speaker mounting assembly of claim 1 



further including at least one 



loudspeaker mounted to said baffle. 
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